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Capacity 

(Litres) 

Capacity 

(Gallons) 

Delivered/ Built on 

Site 
Tank Diameter Tank Height Hole Diameter 

             4,000 1,056 Delivered to site 2.38m 1.9m* 2.8m 

             6,000 1,585 Delivered to site 2.38m 2.5m* 2.8m 

10,500 2,773 Delivered to site 2.8m 3.05m* 3.2m 

15,500 4,094 Delivered to site 3.45m 2.15m 4.5m 

22,500 5,943 Delivered to site 3.45m 3.22m 4.5m 

30,000 7,925 Built on site 4.6m 2.35m 6.5m 

50,000 13,208 Built on site 5.65m 2.35m 7.0m 

65,000 17,171 Built on site 6.5m 2.35m 8.0m 

107,000 28,266 Built on site 8.3m 2.35m 10.0m 

120,000 31,700 Built on site 8.7m 2.35m 11.0m 

150,000 39,625 Built on site 9.9m 2.35m 12.0m 

170,000 44,909 Built on site 10.5m 2.4 m 12.5m 

200,000 52,834 Built on site 9.9m 3.1m 12.0m 

260,000 68,684 Built on site 12.4m 2.65m 14.5m 

315,000 83,214 Built on site 13.4m 2.7m 16.5m 

335,000 88,497 Built on site 14.4m 2.6m 16.4m 

400,000 105,668 Built on site 12.4m 3.9m 14.5m 

450,000 118,877 Built on site 16.5m 2.65m 18.5m 

500,000 132,086 Built on site 12.4m 4.850m 14.5m 

520,000 137,369 Built on site 14.4m 3.8m 16.4m 

650,000 171,711 Built on site 12.4m 6.25m 14.5m 

700,000 184,920 Built on site 14.4m 4.8m 16.4m 

750,000 198,129 Built on site 16.5m 4.0m 18.5m 

800,000 211,337 Built on site 18.5m 3.6m 20.5m 

900,000 237,754 Built on site 18.5m 4.0m 20.5m 

1,000,000 264,172 Built on site 18.5m 4.4m 21.0m 

1,500,000 396,258 Built on site 20.5m 5.0m 23.0m 

2,000,000 528,344 Built on site 20.0m 6.6m 25.0m 

2,500,000 660,430 Built on site 25.5m 5.4m 28.0m 

3,000,000 792,516 Built on site 27.0m 6.0m 30.0m 

4,000,000 1,056,688 Built on site 30.5m 6.0m 33.0m 

*Tank Height includes a 350mm Riser on top 

o Tanks are poured on site with concrete roof (30,000 Litre tanks and above) 

o Tanks can be constructed inground or above ground (15,500 Litre tanks and above) 
o Tanks are all constructed in one operation being reinforced with heavy high tensile steel 
o Tanks constructed with vibrated concrete 
o Included in the Tank are fittings to customer requirements. Flushing drain plug 
o Obligation Free Quotes, Site Inspection and Advice 

 

Panthers Concrete Tanks are 

constructed to Australian 

Standards AS 3735 Concrete 

Structures for retaining Liquids 

andAS 3600 Concrete Structures 
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